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QUESTION 1

What Interframe space would be expected between a CTS and a Data frame? 

A. SIFS 

B. DIFS 

C. AIFS 

D. PIFS 

Correct Answer: A 

 

QUESTION 2

In which element of a Beacon frame would you look to identify the current HT protection mode in which an AP is
operating? 

A. HT Capabilities Element 

B. HT Protection Element 

C. HT Information Element 

D. HT Operations Element 

Correct Answer: C 

 

QUESTION 3

Where would you look in a packet trace file to identify the configured Minimum Basic Rate (MBR) of a BSS? 

A. Supported Rates and Extended Supported Rates elements in a Beacon frame 

B. In the MBR Action frame 

C. In the Minimum Basic Rate Element in a Beacon frame 

D. In the MBR Information Element in an Association Response frame 

Correct Answer: A 

 

QUESTION 4

Using a portable analyzer you perform a packet capture next to a client STA and you can see that the STA is associated
to a BSS. You observe the STA sending packets to the AP and the AP sending packets to the STA. Less the 2% of all
packets are retransmissions. You move to capture packets by the AP and, while the retry rate is still very low, you now
only see unidirectional traffic from the AP to the client. How do you explain this behavior? 



A. There is a transmit power mismatch between the client and the AP and while the client can hear the Aps traffic,the
AP cannot hear the client. 

B. The portable analyzer has a lower receive sensitivity than the AP and while it can\\'t capture the packets from the
client STA, the AP can receive them OK. 

C. The STA is transmitting data using more spatial streams than the potable analyzer can support 

D. The portable analyzer is too close to the AP causing CCI, blinding the AP to the client\\'s packets 

Correct Answer: B 

 

QUESTION 5

In a Spectrum Analyzer the Swept Spectrogram plot displays what information? 

A. The RF time domain 

B. RF power present at a particular frequency over the course of time 

C. Wi-Fi Device information 

D. Duty cycle in the frequency domain 

Correct Answer: D 

 

QUESTION 6

When a data frame is encrypted with WPA2, to which portion of the frame is the encryption applied? 

A. Frame body excluding the LLC 

B. Frame body including the LLC 

C. Frame body and MAC Header 

D. The whole MPDU 

Correct Answer: C 

 

QUESTION 7

You are performing a multiple adapter channel aggregation capture to troubleshoot a VoIP roaming problem and would
like to measure the roaming time from the last VoIP packet sent on the old AP\\'s channel to the first VoIP packet sent
on the new AP\\'s channel. Which timing column in the packet view would measure this for you? 

A. Delta 

B. Absolute 

C. Roaming 



D. Relative 

Correct Answer: C 

 

QUESTION 8

A client is operating in an unstable RF environment. Out of five data frames transmitted to the client it only receives four.
The client sends a Block Ack to acknowledge the receipt of these four frames but due to frame corruption the Block Ack
is not received by the AP. Which frames will be transmitted? 

A. Only the data frame which was corrupted 

B. Both the corrupted data and Block Ack 

C. All data frames 

D. Only the Block Ack 

Correct Answer: D 

 

QUESTION 9

What does the value of the Listen Interval field in an Association request frame indicate? 

A. How long a STA performing active scanning will listen for Probe Responses before changing channels 

B. How often a STA will go off channel to look for other BSSs 

C. How often a STA in power save mode wakes up to listen to Beacon frames 

D. How long a STA waits for an Ack before retransmitting the frame 

Correct Answer: C 

 

QUESTION 10

Which one of the following should be the first step when troubleshooting a WLAN issue? 

A. Identify capture locations 

B. Identify probable causes 

C. Perform an initial WLAN scan and see if any obvious issues stand out 

D. Define the problem 

Correct Answer: D 

 

QUESTION 11



What is an AIFS? 

A. A form of aggregation performed at the PLCP sub-layer 

B. The shortest period of time a STA can sleep 

C. A medium access method introduced by 802.11n, but never implemented 

D. A variable Interframe Space introduced by802.11e to help prioritize medium access for different Access Categories 

Correct Answer: D 

 

QUESTION 12

Which one of the following is not an 802.11 Management frame? 

A. Action 

B. Authentication 

C. PS-Poll 

D. Beacon 

Correct Answer: C 
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