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QUESTION 1

What limitation exists when WMM is not enabled on an 802.11n WLAN? 

A. 802.11 QoS will not be available 

B. The maximum channel-width will be 20MHz 

C. EDCA values will change 

D. Only two ACs will be available 

Correct Answer: A 

Reference: https://mrncciew.com/2013/07/30/wmm-qos-profile/ 

 

QUESTION 2

What are the deliverables to your customer after successfully implementing a WLAN infrastructure? 

A. Digital or physical assets, guides, floorplans and configuration documents 

B. Project Charter 

C. Facility blueprints 

D. Nothing is required. The implemented WLAN was deliverable 

Correct Answer: A 

 

QUESTION 3

When designing a static channel plan for an office using voice devices near an airport, which range of channels should
be avoided to ensure optimal performance when implemented? 

A. 36-40 

B. 44-48 

C. 116-124 

D. 1-11 

Correct Answer: C 

 

QUESTION 4

What metric implements the simplest algorithm and lowest accuracy in networks requiring locations? 



A. Angle of Arrival (AoA) 

B. Time of Arrival (ToA) 

C. Time Difference of Arrival (TDoA) 

D. Received Signal Strength Indicator (RSSI) 

Correct Answer: A 

Reference: https://www.ijert.org/research/different-approaches-of-angle-of-arrival-techniques-in-wirelesssensor-
networks-IJERTV2IS2346.pdf 

 

QUESTION 5

When doing some frame capturing over the air during a voice call, you realized that frames on the downlink (from the
AP to the client) direction are not being transmitted with the correct UP value for voice frames, but on the uplink (from
the client to the AP) direction are being transmitted correctly. What\\'s the cause of this issue? 

A. Bad client driver 

B. AP is not receiving enough PoE, thus not using QoS features 

C. Somewhere on the wired network QoS markings aren\\'t being trusted 

D. Faulty antenna on the AP 

Correct Answer: B 

 

QUESTION 6

Your new customer is concerned about maintaining privacy for their proprietary information when you conduct
information gathering for their WLAN design. Which document can you use to directly address their concern? 

A. NDA 

B. SoW 

C. BoM 

D. Hold Harmless 

Correct Answer: A 

 

QUESTION 7

When performing an active site survey in an existing WLAN infrastructure, in addition to gathering throughput data, what
other important function will you typically be testing at the same time? 

A. Application filtering 



B. Internet bandwidth 

C. Roaming 

D. ACL configuration 

Correct Answer: C 

 

QUESTION 8

In high-density environments, such as stadiums and convention centers, what extra factor has to be taken into account
that can attenuate Wi-Fi signals when these environments are having an event? 

A. Thick walls 

B. I-Beams 

C. People 

D. Fire doors 

Correct Answer: C 

 

QUESTION 9

In what circumstance would you not enable DFS channels on a WLAN infrastructure? 

A. In any stadium 

B. In any office complex 

C. In an airport 

D. In any home office 

Correct Answer: C 

Reference: https://netbeez.net/blog/dfs-channels-wifi/ 

 

QUESTION 10

You\\'re about to deploy an Enterprise-class VoWLAN infrastructure. You need to ensure that QoS is properly
configured throughout the network. What Access Category (AC) should voice frames/packets use? 

A. AC_VI 

B. AC_VO 

C. AC_BE 

D. AC_BK 



Correct Answer: B 

Reference: http://support.huawei.com/enterprise/docinforeader!loadDocument1.action?
contentId=DOC1000019455andpartNo=10022 

 

QUESTION 11

Your customer requires a security solution in which client credentials are used and the authentication server must have
a certificate with optional client certificate use. Which EAP method would be the best fit for their requirement? 

A. EAP-FAST 

B. EAP-TTLS 

C. EAP-TLS 

D. LEAP 

Correct Answer: C 

Reference: https://support.microsoft.com/en-gb/help/814394/certificate-requirements-when-you-use-eaptls-or-peap-with-
eap-tls 

 

QUESTION 12

After designing and deploying a WLAN infrastructure, you realized the CCI is causing poor performance in the 2.4 GHz
band. Primarily, you\\'ve designed the WLAN for 5 GHz and 2.4 GHz as a best effort. You found out that the
implementers didn\\'t follow your guidelines when configuring the WLAN infrastructure. 

What can you do to minimize as much as possible the CCI impact in the 2.4 GHz band? 

A. Add more APs to the infrastructure 

B. Increase the transmit power on all APs 

C. Turn-off 2.4 GHz radios on some APs 

D. Use all channels available in the 2.4 GHz band 

Correct Answer: C 
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