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QUESTION 1

What are two reasons for configuring more than one VLAN on a switch? (Choose two.) 

A. A group of clients requires that security be applied to traffic entering or exiting the group\\'s devices. 

B. A group of devices must forward traffic across a WAN. 

C. A group of devices are connected to the same Layer 3 network. 

D. A group of clients requires that the group\\'s devices receive less broadcast traffic than they are currently receiving. 

Correct Answer: AD 

 

QUESTION 2

Click the Exhibit button. 



Referring to the exhibit, what is the problem? 

A. The LAG member interfaces are configured across different line cards 

B. LAG requires more than two member links 

C. LACP is required for LAG to work 

D. Aggregated interfaces must be defined under the chassis stanza 

Correct Answer: D 



 

QUESTION 3

What are two characteristics of IS-IS CSNPs? (Choose two.) 

A. IS-IS CSNPs contain header information for all link-state PDUs. 

B. IS-IS CSNPs are used to request a copy of a missing link state PDU. 

C. IS-IS CSNPs are used to maintain the link-state database synchronization. 

D. IS-IS CSNPs contain header information for specific requested link-state PDUs. 

Correct Answer: AC 

 

QUESTION 4

What are two benefits of 802.3ad link aggregation? (Choose two.) 

A. It increases bandwidth. 

B. It ensures symmetrical paths. 

C. It simplifies interface configuration. 

D. It creates physical layer redundancy. 

Correct Answer: AD 

 

QUESTION 5

You want to configure Layer 2 services over an IP-based tunneling mechanism between two sites. Which configuration
statement is required to accomplish this task? 

A. set interfaces gr-0/0/0.0 family bridge 

B. set interfaces ip-0/0/0.0 encapsulation vlan-bridge 

C. set interfaces gr-0/0/0.0 encapsulation vlan-bridge 

D. set interfaces ip-0/0/0.0 family bridge 

Correct Answer: A 

 

QUESTION 6

Click the Exhibit button. 



Referring to the output shown in the exhibit, which two statements are true? 

A. The route is active 

B. The route is not active 

C. The route is a generate route 

D. The route is an aggregate route 

Correct Answer: AC 

 

QUESTION 7

Which statement is They are stateless and evaluated by the control plane true about Layer 2 firewall filters on EX Series
switches? 

A. They are stateful and evaluated by the forwarding plane. 

B. They are stateless and evaluated by the control plane. 

C. They are stateful and evaluated by the control plane. 

D. They are stateless and evaluated by the forwarding plane. 

Correct Answer: D 

 

QUESTION 8



Referring to the exhibit, which configuration will force traffic to always use ae0.0 as long as it is active? 



A. B. C. D. 

Correct Answer: C 

 



QUESTION 9

Click the Exhibit button. 

Based on the output shown in the exhibit, which statement is correct? 

A. The ge-0/0/9 interface is using the default priority value. 

B. This switch has a bridge priority of 8k. 

C. This switch is currently blocking all traffic. 

D. The ge-0/0/15 interface is using the default port cost. 

Correct Answer: B 

 

QUESTION 10

You are enabling dynamic ARP inspection on an EX4300 switch. 

Which service is enabled by default in this scenario? 

A. DHCP snooping 

B. persistent MAC learning 

C. MAC limiting 

D. IP Source Guard 

Correct Answer: A 

 

QUESTION 11

Which two requirements must be satisfied before graceful restart will work? (Choose two.) 

A. a stable network topology 



B. a neighbor configured with BFD 

C. a neighbor configured with graceful restart 

D. a neighbor with an uptime greater than an hour 

Correct Answer: AC 

 

QUESTION 12

Click the Exhibit button 

Referring to the exhibit, which two statements are correct? (Choose two.) 

A. The ge-0/0/10 interface will not participate in the RSTP topology. 

B. The ge-0/0/13 interface will be selected as the forwarding interface. 

C. This device must be selected as the root bridge. 

D. The ge-0/0/10 interface will be part of the RSTP topology but will block incoming BPDUs. 

Correct Answer: AB 
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