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QUESTION 1

Exhibit. 



You are attempting to set up VRRP with R1 and R2 being participating members. You want R1 to be the master router



and R2 to be the backup router with the virtual router they create being at address 172.25.100.1. The virtual router is not
pinging from either User A or User B. 

Referring to the exhibit, what must be done to correct the problem? 

A. The VRRP group value on R1 and R2 must match. 

B. A VRRP authentication type value is needed on R1 and R2. 

C. A VRRP policy is needed on R1 and R2. 

D. The VRRP priority value on R1 and R2 must match 

Correct Answer: A 

https://www.juniper.net/documentation/en_US/junos/topics/reference/configuration- statement/priority-edit-interfaces-
vrrp.html 

 

QUESTION 2

Which two statements are true about high availability on Junos devices? (Choose two.) 

A. BFD is faster at detecting failures than default GRE or OSPF timers. 

B. NSR is independent of helper routers to assist the routing platform in restoring routing protocol information. 

C. NSR is dependent on helper routers to assist the routing platform in restoring routing protocol information. 

D. BFD is slower at detecting failures than default GRE or OSPF timers. 

Correct Answer: AB 

Explanation: https://www.juniper.net/documentation/en_US/junos/topics/concept/nsr- overview.html 

 

QUESTION 3

You were provided a network diagram that told you to number your network from the 191.255.0.0/16 space. OSPF is
enabled and adjacencies are up, but no routers are learning any routes. What can explain this? 

A. The default OSPF export policies advertise nothing, so you need to apply export policy 

B. The default OSPF import policy rejects all OSPF routes, so you need to apply import policy 

C. You need to modify the martian table with a 191.255.0.0/16 accept statement 

D. You need to enable OSPF on the lo0 interface to provide a route to the RID of each router in the network 

Correct Answer: C 

 

QUESTION 4



You must limit access to a printer with a persistent DHCP address of 2001:db8:0000:50::10/64 in VLAN v50 to users
assigned to VLAN v50 only. Which action would satisfy this requirement? 

A. Implement persistent MAC learning to ensure that 2001:db8:0000:50::10 is allocated properly. 

B. Implement a firewall filter on the IRB interface for VLAN v50, blocking traffic to/from 2001:db8:0000:50::10. 

C. Implement a firewall filter on the VLAN v50, blocking traffic to/from 2001:db8:0000:50::10. 

D. Implement DHCP snooping on VLAN v50 to ensure that 2001:db8:0000:50::10 is allocated properly. 

Correct Answer: B 

 

QUESTION 5

The router ID is not configured. 

How does OSPFv3 determine the router ID in this situation? 

A. OSPFv3 uses the IPv4 address of the first interface that comes up. 

B. OSPFv3 uses the IPv6 address of the last interface that comes up. 

C. OSPFv3 uses the IPv6 address of the first interface that comes up. 

D. OSPFv3 uses the IPv4 address of the last interface that comes up. 

Correct Answer: A 

 

QUESTION 6

In which adjacency state do OSPF routers determine which router is in charge of the database synchronization
process? 

A. ExStart 

B. Exchange 

C. 2Way 

D. Init 

Correct Answer: A 

 

QUESTION 7

Which two statements about Martian addresses are correct? (Choose two.) 

A. Martian addresses require a route prefix match type. 

B. Martian addresses are not installed in the routing table by default. 



C. Martian addresses can only be applied to the inet.0 routing table. 

D. Martian addresses are installed in the routing table by default. 

Correct Answer: AB 

 

QUESTION 8

You have a VLAN with two devices acting as a single gateway for hosts. 

In this scenario, which protocol would provide a single gateway IP for the hosts? 

A. VRRP 

B. OSPF 

C. IS-IS 

D. BGP 

Correct Answer: A 

 

QUESTION 9

You have two routers unable to form an IS-IS Level 1 adjacency. 

Which two statements describe a reason for this problem? (Choose two.) 

A. The MTU is set to 1500. 

B. Interface lo0 is not included as an IS-IS interface. 

C. The area numbers are different. 

D. The interfaces are on different subnets. 

Correct Answer: CD 

 

QUESTION 10

What BGP attribute is mostly likely to influence a remote AS that you do not peer with? 

A. This is not possible given the local scope of BGP 

B. AS path 

C. MED 

D. Local preference 

Correct Answer: B 



 

QUESTION 11

Exhibit: 

You have an ESXi host that is connected to ge-0/0/23 on a Juniper EX Series switch. You added a new VM that will also
use the same ge-0/0/23 interface. Unfortunately, the new VM is not able to reach external devices. 

Referring to the exhibit, which command would solve this problem? 

A. set vlans default switch-options interface-mac-limit 4 

B. set vlans default switch-options interface-mac-limit 5 

C. set switch-options interface ge-0/0/23.0 interface-mac-limit 3 

D. clear ethernet-switching recovery-timeout interface ge-0/0/23.0 

Correct Answer: C 

 



QUESTION 12

What is a purpose for the OSPF database description packet? 

A. to transfer the LSA headers between two systems 

B. to determine who is in charge of database flushing 

C. to transfer the LSUs between two systems 

D. to determine who is in charge of adjacency formation 

Correct Answer: A 
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